


 Farmers rely on AMAZONE  Precise, economical and environmentally friendly

 AMAZONE has focused the develop-
ment of fertilising technology on 
crop nutrition where, in practice, the 
main interest in fertilising is the pre-
cision with which the nutrients are 
distributed. AMAZONE offers you a 
bulk material spreader that complies 
with the new European Standards 
regarding distribution accuracy and 
boundary spreading.

 Quality, innovation  Precision, back-up

  Better quality

 The use of high-grade materials in state of the art produc-

tion processes guarantees a long lifespan and a high 

resale value. Quality assurance checks constantly monitor 

these latest methods.

 The force of innovation

 More than 85 years of experience in development and 

manufacture of mineral fertiliser spreaders combined with 

the latest results from research and development have 

resulted in the ZG-B bulk material spreader.

 Utmost precision

 It is important that mineral fertilisers are available at the 

right time and in the right place in the soil. The distribution 

accuracy of AMAZONE spreaders fulfi ls these criteria. 

 Active service

 Direct contact to AMAZONE offers peace of mind whatever 

the query and so AMAZONE’s fertiliser advisory service 

provides the necessary qualifi ed information by Internet, 

e-mail, fax and phone. 



 Reliable fertiliser spreading with ZG-B  AMAZONE ZG-B 5500 Special, ZG-B 5500 Super
ZG-B 8200 Special, ZG-B 8200 Super

 High capacity  Additional advantages:

  AMAZONE ZG-B bulk material spreader for contrac-

tors or when shared across several farming enterprises 

or large farms for spreading damp lime and base ferti-

lisers. The high output and robustness easy convince 

that the spreader can provide a cost saving fertilising 

operation.

The ZG-B Special  is equipped with rubber fl oor belt. The 

spread rate is adjusted via the main shutter slide.

 In addition ZG-B Super  features a speed related fertiliser 

rate control via ground wheel drive.

 •  The ZG-B lime spreader unit is very well suited for the  

 application of damp base fertilisers, dried sludge and  

 dry poultry manure (moisture contents <30 %) for wor- 

 king widths up to 24 m depending on fertiliser condition.

•  The large hopper sluice gate ensures the highest appli- 

 cation rates per hectare, e.g. for building up the pH   

 levels with lime on set-a-side areas.

•  The PTO driven fl oor belt ensures a slip free and value  

 for money delivery of the fertiliser on to the spreading  

 discs.

•  The strong universal spreader unit with its oil immersed  

 gearbox and overload protection always ensures a good  

 distribution even at very high application rates.

•  The lime spreading discs can easily be exchanged for  

 OM spreading discs for the normal base fertilisation  

 with granular mineral fertilisers on working widths from  

 10 – 36 m.

•  The sluice gate and the side guides are made from non  

 corrosive material ensuring always a smooth fl ow. A clear  

 scale for the spread rate-setting lever is easily visible  

 in full view of the operator. Hydraulic shutter actuation  

 and half side shut-off are available as option.

 Environmental care right from the beginning

 •  Energy saving through optimised manufacturing 

 processes and in large series.

•  Best possible exploitation of the raw materials by  

 process controlled cutting and bending technology.

•  Modern, automotive industry standard, catalytic

 dipping paint process.

•  Optimum corrosion protection.

•  Constantly updated setting charts with setting advice  

 on the Internet provide security and minimise setting  

 errors.

  AMAZONE ZG-B bulk material 
spreaders feature

 •  Hopper capacities of 5,500 to 8,200 litres reduce driving  

 and loading times. Robust running gear for speeds up  

 to 60 km/h, depending on the specifi cation and large  

 dimensioned tyres reduce ground pressure enabling in- 

 fi eld operation even in diffi cult conditions.

•  Hoppers with a large fi lling area allow the simple 

 loading from the silo or loading shovel. The steep hopper  

 walls ensure the continual fl ow of the spreading material,  

 even in sloping terrain.

 •  Straight or hitch drawbars are height adjustable and  

 sprung suspended for better driving comfort. Over-sized  

 axles and brakes (twin circuit air or hydraulic brake   

 systems) offer more safety on public roads.

•  Rubber fl oor belt with automatic centring aligns the belt  

 even in cases of uneven strain and little wear. For clea- 

 ning and maintenance the rubber fl oor belt can easily  

 be pulled out of the spreader.

•  Accurate nutrient positioning by the even distribution up  

 to 36 m working width.

•  Robust and maintenance free oil immersed gearboxes.

•  Parts which are exposed to fertiliser and suffer from  

 heavy abrasion are manufactured from stainless steel.

•  Hydraulic hose unions where exposed to fertiliser are  

 also made from stainless steel.

•  Large ground clearance of all components with the   

 lowest point being the axle.

•  Different track widths are possible.

•  Folding ladder.

•  Over dimensioned parking support leg with large ground  

 clearance.

•  Mechanical spreading disc drive, available for PTO shaft  

 input speeds of 540 rpm or 720 rpm.



 ZG-B 5500 Drive and ZG-B 8200 Drive  ZG-B 5500 Precis, ZG-B 8200 Precis

 The universal size

 Additional features:

 •  Forward speed indication with reduced wheel slip via  

 the ZG-B wheel sensor.

•  Easily set spread rate from the shutter slide.

• AMATRON+  features an integrated speed simulator to  

 provide stationary calibration.

 •  The lime spreading discs can be simply exchanged for  

 OM spreading discs for mineral fertiliser.

•  Hydraulic half-side shut-off, supplied as standard, reduces  

 the possibility of over fertilisation when base fertilising.

•  Simple, stationary emptying of the hopper residues via  

 the hydraulic fl oor belt drive.

•  AMATRON+ the modern operator terminal allows the  

 actuation and control of all hydraulic functions, e.g.   

 hydraulic shutters for half side shut off (standard) or  

 other optional equipment such as the swivelable hopper  

 cover or the border spread Limiter (option).

•  Robust sensor technology checks all functions (e.g.  

 Limiter position).

•  Only one single acting spool valve with pressure free  

 return fl ow is required.

•  As an option, the weighing system on the ZG-B 5500  

 offers major advantages for contractors when determi- 

 ning the quantity of material spread.

•  An oil fl ow volume of only 40 l/min is required with load  

 sensing connection available as an option.

 The AMAZONE ZG-B Drive bulk material spreader 

offers universal use for the application of damp lime 

and granular mineral fertiliser for 

the base fertilising. The speed 

related spread rate is controlled 

via the electro hydraulically 

controlled rubber fl oor belt 

with the aid of AMATRON+  

in-cab operator terminal.

 The precise size

  The ZG-B Precis bulk material spreader brings with it 

the technology for accurate mineral fertiliser application 

on large farms or for machine 

cooperatives and contractors. 

Speed related spread rate 

control is possible via the ope-

rator terminal AMATRON+  and 

the serial interface integrated 

in AMATRON+  makes the 

combination with a GPS terminal possible. This means 

that the ZG-B Precis can then be used also for part 

area, site-specifi c fertilisation or in conjunction with the 

Hydro N-sensor. 

 •  Clear, simple and logical operation thanks to the 

 especially operator friendly AMATRON+.

•  20 job memories simplify record keeping making the  

 system of particular advantage for contractors and farm  

 overlapping operation.

•  Monitoring the Limiter with an integrated automatic   

 spread rate control for border spreading. 

•  Robust sensor technology checks all functions, e.g.  

 Limiter or shutter position.

•  As an option, the weighing system on the ZG-B Precis  

 5500 offers major advantages for contractors when   

 determining the quantity of material spread.

•  The proven double shutter system from the ZA-M 

 fertiliser spreader series with hydraulic shutter and 

 electronically controlled metering slide.

•  Control of all hydraulic functions via the AMATRON+

  key pad. Only one single acting tractor spool valve with  

 pressure free return fl ow required.

 • ISOBUS prepared.

•  An oil fl ow volume of only 50 l/min is required to ensure  

 the optimum functionality.

•  Slowly rotating agitator with automatic shut off when  

 the shutters are closed.

 Additional features:

 •  Forward speed indication with reduced wheel slip via the  

 ZG-B wheel sensor.

•  Spread rate changes at choice either half or both sides  

 reduce over fertilisation in wedges and awkward shaped  

 fi elds.

 ZG-B 8200 Drive 
 with 40 km/h running gear

 ZG-B 5500 Precis 
 with 40 km/h running gear



 OM – Spreading discs  The AMAZONE Limiter offers convenient border spreading 
without stopping or leaving the tractor

 With perfect distribution accuracy

 The OM spreading discs with adjustable spreading vanes

provide a spread pattern of particular precision. The 

spreading vanes are easily adjusted, without tools, 

against a clearly readable scale within full view of the 

operator and AMAZONE offers very comprehensive setting

charts for all kinds of fertiliser. To ensure a constant and 

safe update of the material data all fertiliser types are 

tested in the spreading hall and in the laboratory for chan-

ges and if necessary, new setting data determined. These 

new settings are shown on the Internet and are available 24 

hours a day at www.amazone.de  - free of charge.

 The fi nest from the best

 For improving cereals quality, late top dressing is an 

advantage. With the OM spreading discs this procedure 

is simple and straightforward by lifting up the tips on the 

standard swivel blades.

 Available on the ZG-B: OM-spreading discs:  

OM 10-16, OM 18-24 and OM 24-36. 

 OM 24-36 spreading discs are provided with a hard metal 

blade coating for a long lifespan.

 SBS - Soft Ballistic System

  Mineral fertiliser requires especially gentle handling to 

ensure a precise distribution and an exact placement on 

the plants over the entire working width. Fertiliser which 

has been damaged whilst going through the spreader 

cannot by precisely distributed. 

The AMAZONE Soft Ballistic System  is integrated into the 

spreading system on ZA-M mounted spreaders and on 

the ZG-B Precis trailed spreader. Agitator, metering com-

ponents and spreading discs are optimally matched. This 

saves both fertiliser and ensures yield. (see special leafl et)

1.
Gentle guidance

2.
 Gentle delivery

3.
 Gentle acceleration

4.
Gentle ejection
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 Boundary spreading in perfection

 The Limiter is a border spreading 

system that can be used when the 

fi rst tramline has been made half 

the working width of the fertiliser 

broadcaster. 

 Important: 

When boundary spreading with the 

Limiter there is  

•  no stopping, 

•  no interruption of operation and  

•  no need to leave the tractor seat. 

  The Limiter is lowered into the spread fan on the boundary 

side so that the fertiliser leaving the disc receives a change 

in direction. Consequently an optimum, nearly rectangular, 

spread pattern is formed up to the border.

 The Limiter can be slid over a wide range, back and forth, on 

a sturdy guide rail. This sets the Limiter to the desired positi-

on for boundary or side spreading, depending on the type of 

fertiliser with these settings being found in the 

setting chart. When not in use, the Limiter is comfortably 

raised up out of work by a hydraulic ram.

 The entire Limiter is made from stainless steel.

 The Limiter was awarded a silver medal at Agritechnica 1999.

 Limiter in working position

 Limiter raised out of work

 AMAZONE-fertiliser advisory service

 The AMAZONE fertiliser advisory service offers competent information by internet, e-mail, fax or phone. The setting 

values can be read off the calculation disc rule. 

DIRECTION OF TRAVEL
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 Comprehensiv e equipment

 Versatile – convenient – economical

 All AMAZONE ZG-B bulk material broadcasters are equip-

ped as standard with  automatic fl oor belt alignment  that 

ensures a constant centralised conveyor belt run even on 

slopes or when the load is fi lled to one side. For cleaning 

and occasional maintenance the entire fl oor belt can be 

pulled out of the main frame with a few manual latches.

 For spreading lime and for base fertilising the  twin speed 

lever change gearbox  (ZG-B Special/Super) offering two 

fl oor belt speeds allows the adjustment between larger 

and smaller spread rates.

 The  hydraulically driven fl oor belt gearbox  (ZG-B Drive/ 

Precis) with speed indicator allows the infi nitely variable 

spread rate control and the stationary emptying of the 

hopper contents.

  The hopper contents can 

conveniently be checked 

from the  folding ladder.

The  parking leg  is strong 

enough to support sprea-

der, even when fi lled.

 The large  ground clea-

rance  minimises damage 

when driving through high 

crops.

The  swivelable hopper  cover can be hydraulically ope-

ned and closed (on the ZG-B Drive and Precis the hopper 

cover is controlled via the key pad on the AMATRON+).

 Intelligent solutions

  The bulk material broadcaster 

can be equipped with different 

 draw bars  for upper and lower 

linkage and allows equipment 

with all coupling systems available 

in the market.

  Spread rates can be easily checked  with the 

 calibration device.

 All bulk fertiliser broadcasters can be equipped 

with large  fi lling sieves. 

 Ground wheel drive  offers a cost effective, speed related 

fertiliser application rate control. The spread rate remains 

constant even with varying forward speeds and on slopes. 

More comfortable, however, is the „drive“ version featuring, 

as standard, an electronic ground wheel rate control.

 Hydraulic half side shut-off  allows the one sided sprea-

ding, e.g. when base fertilising. For spreading damp lime, 

dried poultry manure, dried sludge, etc. this shutter can 

simply be removed.

  The over-sized running gear  (axles, brakes, tyres) offer more safety during high-speed road transport.

Steering roller with pivot pin

guide frame

guide rollers

Drive roller



 Quality down the line – 
the spreader family

 AMATRON+ -  modern and future oriented

  ment a large, refl ection free display is 

utilised. The compact shape of the 

computer means little space is required 

in the tractor cab. 

AMATRON+ includes an in-built memory 

record for 20 jobs and can also be used 

for AMAZONE fi eld sprayers and seed 

drills. AMATRON+ is ISOBUS prepared 

and contains a serial interface for GPD 

terminals and a Hydro-N-sensor.

AMATRON+  the modern on board com-

puter allows the fully automatic control 

of a pre-determined spread rate in 

increments (%). 

 Due to its clear, simple and logical 

handling, this modern terminal is 

particularly operator friendly. All 

functions can be actuated with one

hand, the other hand remaining on the

steering wheel. For monitoring the attached imple-

 Technical data

   ZG-B 5500 ZG-B 8200

 Hopper capacity w.o. extension 5,500 l 8,200 l

 Net weight  (standard w. spreader unit) from 2,000 kg 2,200 kg

 Permissible total weight 8,000 - 10,000 kg 8,000 - 12,000 kg

 Payload on public roads 5,900 – 7,700 kg 5,800 – 9,800 kg

 Total length 6.50 m 6.50 m

 Width / height                                                                          depending on the tyres fi tted

  Illustrations, descriptions and technical data are not binding and subject to change without notice. 

  Earning money with az- sprayers!

ZA-XW Perfect
 Twin disc fertiliser spreaders  
500 - 700 l, 10 - 18 m

 ZA-X Perfect
Twin disc fertiliser spreaders  
600 - 1700 l, 10 - 18 m

 ZA-M
Twin disc fertiliser spreaders 
900 - 3000 l, 10 - 36 m

 ZA-M ultra
Twin disc fertiliser spreaders 
1800 - 3000 l, 24 - 48 m

 E + S
Winter service spreaders
300 - 1000 l

 ZA-XS
Road construction spreaders
600 - 1350 l
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